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• Fondo ed eliche in acciaio antiusura HB400
• Griglia di protezione fissa arrotondata completa di rompisacco
• Elettrovalvola, tubazioni idrauliche (no BM100)
• Kit comando elettrico e tubo di scarico lunghezza 1500mm (no BM100)
• Agganci di adattamento alla macchina

Accessori a pag.62

* benna con scarico laterale manuale, priva di tubo di scarico ed elettrovalvola. *this mixer bucket is only available with the side discharge, without unloading pipe and electric valve.

• Bottom and helix made of wear resistant STEEL HB400
• Rounded fixed safety grill complete with bag breaker
• Electric valve, hydraulic hoses (no for BM100)
• Electric connection kit, unloading pipe 1500mm lenght (no for BM100)
• Attachment to the machine

Accessories on page 62

MODELLO
Larghezza

totale
mm

Capacità
totale

lt
Trasmissione

Peso
a vuoto

kg

Peso
a pieno carico 

kg

Portata olio
min/max

lt/min

Pressione max in 
continuo/picco 

bar

MODEL
Total
width
mm

Total
capacity

lt
Trasmission

Empty
weight

kg

Full load
weight 

kg

Min/max
flow rate

lt/min

Max pression
cont/peak 

bar

BM 100* 1050 100 riduttore
gear unit 205 445 25/70 140/225

BM 150 1320 150 riduttore
gear unit 260 620 30/40 140/205

BM 200 1320 200 riduttore
gear unit 270 750 30/40 140/205

BM 250 1490 250 catena
chain 380 980 30/75 230/300

BM 350 1595 350 catena
chain 395 1235 35/75 210/300

BM 450 1640 450 catena
chain 420 1500 35/75 210/300

BM 600 1890 600 catena
chain 630 2070 65/75 140/300

BM 700 1890 700 catena
chain 710 2390 70/150 150/310

BM 1100 2130 1100 catena
chain 1250 3890 100/114 205/330

BM 1500 2240 1500 catena,2 motori
chain, 2 motors 1700 5300 140/300 150/310

BM 2000 2745 2000 catena,2 motori
chain, 2 motors 2100 6900 200/228 205/330


